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What Morehouse Does

 We manufacture force calibration products 

 We calibrate force measuring equipment using standards with very low 
uncertainties.  

 These standards allow us to lower the uncertainties of equipment sent to us for 
calibration 

 We manufacture all of the adapters shown in this webinar

 We help labs make better measurements
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Adapters Basics 

 Best measurement practice is talking to the end user and replicating 
via calibration, how they use equipment which includes using the 
proper adapters.

 Of course, the end user should have adapters and provide the 
calibration laboratory with those same adapters they are using with 
the force equipment.
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Abstract

This 45-minute session will cover the 
following:

➢ Common force measurement errors 
and how to reduce or eliminate them 
with using the proper adapters
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Documentation

→ISO/IEC 17025:2017 A.2.1 Metrological traceability is established by considering, and then ensuring, 
the following: d) that each step of the chain is performed in accordance with appropriate methods, 
with the measurement results and with associated, recorded measurement uncertainties;

Importance:

• The calibration must be performed using an acceptable and agreed upon calibration method or 
procedure (Contract Review). The results must be provided in a report with necessary information.

What could go wrong?:

• The reference  laboratory may only check the calibration procedure and not mention the adapters 
used to perform the calibration.  Not using the right adapters can produce additional errors that 
could put the force measuring device at 20 times higher error than what is expected.
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Competence and Measurement Error

Examples of Competency include:

➢ Using proper adaptors when calibrating force instruments. Improper adaptors can 
produce errors 10-20 times that of the manufacturer’s stated accuracy.  

➢ Proper alignment of UUT (Unit Under Test), adaptors, and proper methods for 
loading threads.  Misalignment, different hardness of adaptors, and thread loading 
versus shoulder loading contribute to a decrease in the repeatability of measurement 
results, resulting in additional measurement errors. 
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Old Adapters Can Have Issues

 Service life of force calibration adapters depends on the several factors including 
design, number of load cycles, and magnitude of each load.

 Better material manufacturing and quality control processes provide more reliable 
strength values for design engineers than 20 years ago.

 It is recommended that old adapters be inspected and replaced if they have been 
used for more than 20 years or 100,000 load cycles (10,000 calibrations)
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The Wrong Tension Adapters

 If any of these look like tension adapters in your calibration 
lab, there is a problem. 

 Even straight threaded rod can introduce misalignment 
issues as they can distort the line of force in non-Morehouse 
machines.  

 Any machine misalignment of 0.01 degrees can affect the 
reproducibility of some load cells.  Even our spherical 
adapters can only overcome about 0.1 degree of 
misalignment.
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Keeping the line of force pure (free from eccentric forces) is key to the 
calibration of load cells.  ASTM E74 does not address the various adapter 
types, but ISO 376 does.  

The Importance of Adapters
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ISO 376:2011

ISO 376 recognizes the importance of adapters in reproducibility conditions of the measurement.   Proper 
adaptor use in accordance with ISO 376 Annex A, helps ensure the reliability of reported measurements.  
Note:  Annex A is not a requirement for labs to adhere to.

A.4 Loading fittings

A.4.1 General

 Loading fittings should be designed in such a way that the line of force application is not distorted. As a rule, tensile 
force transducers should be fitted with two ball nuts, two ball cups and, if necessary, with two intermediate rings, 
while compressive force transducers should be fitted with one or two compression pads.
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Surface Finish of Parts

0 120 180 Max % Error 0 120 180 Max % Error

10001.8 10001.8 10001.5 0.003% 10016.9 10009.2 10004.7 0.122%

Reproducibility Study Rough Versus Smooth Finish

Smooth Finish Rough Finish
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Morehouse Quick Change Adapters For Tension

Link to Quick Change Tension Members

http://www.mhforce.com/Product/ProductDetails/25?title=QUICK-CHANGE-TENSION-MEMBERS
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• Loaded with the proper Pin Diameter to 50,000 LBF 

Tension Links Improper Vs Proper 

 Pin Diameter
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• Loaded without the proper Pin Diameter to 50,000 LBF 

Tension Links Improper Vs Proper 

 Pin Diameter
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Tension Links Improper Vs Proper 

 Pin Diameter
Difference of 860 LBF or 1.72 % error at 50,000 LBF from not 
using the proper size load pins.  

           Out of Tolerance         Versus           In Tolerance 

Note:  Tension links of this design seem to exhibit similar 
problems.  If you are unsure, TEST!



We create a safer world by helping companies improve their force and torque measurements.© 2020 Morehouse Instrument Company www.mhforce.com             17

Tension Links PROPER PIN DIAMETER
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Tension Link Calibration

Discussion on tension link 

calibration and safety
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Morehouse Quick-Change Adapter System

19
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Proper Adapters for Tension Links

(U.S. Patent No 11,078,052)
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Link to Morehouse Clevis kits

Edx-20T 2.0 inch pin

EDX-25T 1.97 inch pin

Larger instrument takes 

smaller pin!

http://www.mhforce.com/Product/ProductDetails/26?title=CLEVISES
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Tension Links Good Measurement Practice

 The following summary is from Dillon.

• Using correctly sized pins is critical. 

• If links are damaged, highly used, or worn, decrease the time between 
recalibrations. 

• The same size and style of shackle and pin used during operation should 
be used for calibration.

• Other factors have a larger effect on accuracy than pin rotation. 

•  Maintaining pin orientation may be best practice but is not required to 
stay in tolerance. 
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Multi - Column Load Cell

Error associated with using a non flat base on a multi-column cell.   This is 
an actual test result we observed on a Revere multi-column cell. 

23

Non-Flat Base Flat Base 

Maximum Error Maximum Error 

Force Applied In Rotation In Rotation

LBF LBF

30000 12 4

150000 136 24

300000 342 68

% error % error 

30000 0.040% 0.013%

150000 0.091% 0.016%

300000 0.114% 0.023%
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Bottom Plates

•A flat bottom plate may be needed to improve 

performance. It is often not recommended the 

practice to load against the machine surface as it 

could be uneven, or the base of the load cell could 

deform the machine surface.  

•Pictured left is a Morehouse 60K rod end style 

load cell with spherical threaded adapter, top 

compression pad and load cell base plate.
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Different Hardness of Top Adapters

Different hardness of top adapters on column load cells can 
produce errors as high as 0.3 %

25

Difference

0 120 0 120

-48968 -48960 -49120 -49109 -0.307%

-244290 -244308 -244990 -244971 -0.279%

-487279 -487320 -488596 -488570 -0.263%

6/23/2017

4340 Top Block

6/23/2017

Hardened Top Block
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Materials with different hardness experience different amounts of lateral deflection under the 
same amount of load. Therefore, the varying hardness causes different amounts of stress 
between the block and the load cell. The above analysis shows steel to steel. It gets much worse 
if we use a softer material.

Different Hardness of Top Adapters
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Morehouse Compression  Adapters

 Pictured above is a Morehouse Concrete set with top and bottom adapters (the 600K cell which weighs 25 
lbs & with top & bottom adapter weighs less than 40 lbs.

Link to Concrete 600K set with adapters 

http://www.mhforce.com/Product/ProductDetails/61?title=CONCRETE-COMPRESSION-MACHINE-CALIBRATION-KIT
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Different Hardness of Top Adapters

Morehouse Shear web cells are much more forgiving 

regarding the hardness of top adapters. Typically, we 

find errors to be below 0.005 % of applied force.

FORCE 

APPLIED

FITTED CURVE   HARD 

BLOCK                    

WITH AGILENT                              

FITTED CURVE       SOFT 

BLOCK WITH AGILENT                            
Difference in % 

10000 -0.40489 -0.4049 -0.002

20000 -0.80979 -0.8098 -0.001

30000 -1.21476 -1.21476 0.000

40000 -1.61983 -1.61983 0.000

50000 -2.02501 -2.02501 0.000

60000 -2.43031 -2.4303 0.000

70000 -2.83569 -2.83568 0.000

80000 -3.24113 -3.24111 -0.001

90000 -3.64657 -3.64655 -0.001

100000 -4.05196 -4.05192 -0.001
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What Bottom Adapters Help Protect Against
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ISO 376 Compression Adapters

30

 Compressive force transducers should be fitted with one or two 
compression pads
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Misalignment  Demonstrating 0.752 % error

31

Output in mV/V 

Aligned in machine 

-1.96732 mV/V 

Output in mV/V 

Slightly misaligned in machine 

-1.98211 mV/V
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Misalignment on 10,000 LBF S-beam
Demonstrating 0.752 % Error

32

Output in mV/V 

Aligned in machine 

-1.96732 mV/V

Expanded Uncertainty 9.95 LBF

Output in mV/V 

Slightly misaligned in the machine 

-1.98211 mV/V

Expanded Uncertainty 85.0 LBF
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Misalignment S-Beam versus Shear web cell

33

S-BEAM WITH 0.75 % MISALIGNMNET ERROR

S-BEAM 10000 LBF SERIAL NO EXAMPLE

% Force Applied COMBINED UNCERTAINTY FOR K=2

2.00% 200 0.89076% 1.782 LBF

10.00% 1000 0.86705% 8.671 LBF

20.00% 2000 0.86630% 17.326 LBF

30.00% 3000 0.86616% 25.985 LBF

40.00% 4000 0.86612% 34.645 LBF

50.00% 5000 0.86609% 43.305 LBF

60.00% 6000 0.86608% 51.965 LBF

70.00% 7000 0.86607% 60.625 LBF

80.00% 8000 0.86607% 69.286 LBF

90.00% 9000 0.86607% 77.946 LBF

100.00% 10000 0.86606% 86.606 LBF

Overall Uncertainty went from about 10 lbf to 86.6 lbf with slight 

misalignment  
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MOREHOUSE LOAD CELL MISALIGNED WITH 0.0022 %  ERROR

MOREOUSE 10000 LBF SERIAL NO EXAMPLE

% Force Applied COMBINED UNCERTAINTY FOR K=2

2.00% 200 0.20836% 0.417 LBF

10.00% 1000 0.04179% 0.418 LBF

20.00% 2000 0.02108% 0.422 LBF

30.00% 3000 0.01426% 0.428 LBF

40.00% 4000 0.01091% 0.436 LBF

50.00% 5000 0.00894% 0.447 LBF

60.00% 6000 0.00766% 0.460 LBF

70.00% 7000 0.00677% 0.474 LBF

80.00% 8000 0.00613% 0.490 LBF

90.00% 9000 0.00565% 0.508 LBF

100.00% 10000 0.00527% 0.527 LBF

Misalignment S-Beam versus Shear web cell

Overall Uncertainty went from about 0.41 lbf to 0.527 lbf with slight 

misalignment  
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Alignment Plugs Help Eliminate this Error 

Load Cell

Alignment 

Plug
Alignment Hole 

in Machine 

Platen
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Alignment is key 

 In compression, using a ball adapter (pictured top right) if the machine has a ball adapter often yields the best results.  
If a ball adapter does not exist, a spherical alignment adapter (pictured top left) will help align the force.   

 From the previous slides, some load cells are just more sensitive to alignment and thread engagement issues making 
adapters even more critical.
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Loading Through Different Thread Depths

37

Below is a test Morehouse  did with two different types of adaptors and recorded the 

readings with 10,000 LBF applied.   Output was 10,001.5 LB with 1.5” of engagement vs    

9942.3 LBF  with 0.5” engagement.  There was a difference of 59.2 LBF on a 10,000 LBF 

cell.           

Column Type Cell

 Model  RFG/F226-01

Different Type Adaptors. 

 1.5” versus 0.5” engagement

The error on this measurement was over 0.5 % on a device expected to be better than 

0.025% (20 times expected).   How are your devices being calibrated? 



We create a safer world by helping companies improve their force and torque measurements.© 2020 Morehouse Instrument Company www.mhforce.com             38

Loading Through Different Thread Depths

38

Solution – pick a top adapter and 

always use and have the force 

measuring device calibrated with that 

top adapter.  In this example a 

Morehouse spherical load button 

would be an excellent top adapter for 

this load cell.



We create a safer world by helping companies improve their force and torque measurements.© 2020 Morehouse Instrument Company www.mhforce.com             39



We create a safer world by helping companies improve their force and torque measurements.© 2020 Morehouse Instrument Company www.mhforce.com             40



We create a safer world by helping companies improve their force and torque measurements.© 2020 Morehouse Instrument Company www.mhforce.com             41

Shear Web cells 

Solution – Purchase and lock in an 

integral adapter 

or pick a top adapter and always use 

and have the force measuring device 

calibrated with that top adapter.  In 

this example, a Morehouse spherical 

load button would be an excellent top 

adapter for this load cell.
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Loading through the bottom threads in compression 

42
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Button Load Cell Calibration

Manually Aligned Data Aligned with Adapter Data 

0 degree 2011 0 degree 2008

120 degree 1997 120 degree 2006

240 degree 2018 240 degree 2010

Average 2008.66667 Average 2008

Standard Deviation 10.6926766 Standard Deviation 2

Max Deviation 21 Max Deviation 4

% Error 1.045% % Error 0.199%

Standard Setup versus Morehouse Adapters in Morehouse Deadweight 

Does this setup look familiar?

Manually Aligned Data Aligned with Adapter Data 

0 degree 2011 0 degree 2008

120 degree 1997 120 degree 2006

240 degree 2018 240 degree 2010

Average 2008.66667 Average 2008

Standard Deviation 10.6926766 Standard Deviation 2

Max Deviation 21 Max Deviation 4

% Error 1.045% % Error 0.199%

Standard Setup versus Morehouse Adapters in Morehouse Deadweight 
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Button and Washer Load Cell

 Above are pictures of button and washer load cell adapters which improve alignment and yield better 
calibration results
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Truck Scales

Pictures Showing Three 

Different Size Adapters 

Made by Morehouse.

Will there be a difference 

in the measured values on 

a 10,000 lbf PT300 scale? 
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Calibration of a Truck Scale
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Aircraft and Truck Scale Adapters

Morehouse has tested several truck and aircraft scales and there is a 

large difference in using different size plates
Force Scale Scale 

Applied Reading w/Reading w/

lbf Large pad Small pad

0 0 0 Diff in lbf %

4000 3950 3980 -30 -0.759%

8000 7980 8030 -50 -0.627%

12000 11990 12020 -30 -0.250%

16000 15980 16090 -110 -0.688%

20000 19980 20140 -160 -0.801%

24000 23990 24210 -220 -0.917%

28000 27990 28270 -280 -1.000%

32000 31990 32350 -360 -1.125%

36000 35990 36460 -470 -1.306%

40000 40010 meter

saturated



We create a safer world by helping companies improve their force and torque measurements.© 2020 Morehouse Instrument Company www.mhforce.com             48

Adapters for hand-held force gauges

Morehouse L-Bracket kits are available for tension and compression 

calibration of hand held force gauges.  These kits simplify setup and reduce 

errors with stacking weights 

Morehouse 

PCM-2K can 

be used to 

calibrate 

almost 

anything 
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Large Tension Adapters  

 Many of high-capacity load cells (200 klbf and above) 
are designed with custom threads or fixtures.

 Safety and quality control becomes even more 
important at large capacities where mishaps can be life-
threatening.

 Morehouse has designed large force adapters up to 2.5 
million lbf.

1,200,000 lbf 

Tension Adapters
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Proper Adapters Conclusion

Communication with the customer is key to address these issues.   Unfortunately, 
this does not always happen.   

Examples of this scenario are as follows:

 3rd party suppliers

 Purchasing Departments

 Management who does not care

 Large Companies where it is difficult to reach the technician using the device.

To minimize these errors, the Ideal solution would be to calibrate the device with the customer’s 
adaptors.  The next best option is to have the appropriate adaptors that can be referenced ie 
Morehouse Adapters



We create a safer world by helping companies improve their force and torque measurements.© 2020 Morehouse Instrument Company www.mhforce.com             51

Want More Information?

Morehouse YouTube Videos Morehouse Free Downloads 

Follow Morehouse on LinkedIn Contact us at info@mhforce.com

Download this presentation 

https://mhforce.com/asq/

https://www.youtube.com/c/mhforcecalibration
https://mhforce.com/documentation-tools/
https://www.linkedin.com/company/morehouse-instrument-co/
mailto:info@mhforce.com
https://mhforce.com/asq/

	Slide 1: Proper Adapters to Reduce Force Measurement Error
	Slide 2: Proper Adapters to Reduce Force Measurement Error 
	Slide 3: What Morehouse Does
	Slide 4: Adapters Basics 
	Slide 5: Abstract
	Slide 6: Documentation
	Slide 7: Competence and Measurement Error
	Slide 8: Old Adapters Can Have Issues
	Slide 9: The Wrong Tension Adapters
	Slide 10: The Importance of Adapters
	Slide 11: ISO 376:2011
	Slide 12: Surface Finish of Parts
	Slide 13: Morehouse Quick Change Adapters For Tension
	Slide 14: Tension Links Improper Vs Proper   Pin Diameter
	Slide 15: Tension Links Improper Vs Proper   Pin Diameter
	Slide 16: Tension Links Improper Vs Proper   Pin Diameter
	Slide 17
	Slide 18: Tension Link Calibration
	Slide 19:  Morehouse Quick-Change Adapter System 
	Slide 20: Proper Adapters for Tension Links
	Slide 21
	Slide 22: Tension Links Good Measurement Practice 
	Slide 23: Multi - Column Load Cell
	Slide 24: Bottom Plates
	Slide 25: Different Hardness of Top Adapters 
	Slide 26
	Slide 27: Morehouse Compression  Adapters
	Slide 28: Different Hardness of Top Adapters 
	Slide 29: What Bottom Adapters Help Protect Against
	Slide 30: ISO 376 Compression Adapters
	Slide 31
	Slide 32
	Slide 33: Misalignment S-Beam versus Shear web cell
	Slide 34: Misalignment S-Beam versus Shear web cell
	Slide 35: Alignment Plugs Help Eliminate this Error 
	Slide 36: Alignment is key 
	Slide 37: Loading Through Different Thread Depths
	Slide 38: Loading Through Different Thread Depths
	Slide 39
	Slide 40
	Slide 41: Shear Web cells 
	Slide 42: Loading through the bottom threads in compression  
	Slide 43: Button Load Cell Calibration
	Slide 44: Button and Washer Load Cell
	Slide 45: Truck Scales
	Slide 46: Calibration of a Truck Scale
	Slide 47: Aircraft and Truck Scale Adapters
	Slide 48:  Adapters for hand-held force gauges 
	Slide 49: Large Tension Adapters  
	Slide 50: Proper Adapters Conclusion
	Slide 51: Want More Information?

